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NEMA PHASING

FLASHING

OPERATION

PHASING NOTES:

1. ) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

INSTALL 6 FT. X 30 FT.
INSTALL 1 .IN.
INSTALL 24 IN.
USE EXISTING HANDHOLE

USE EXISTING CONDUIT

QUADRUPOLE TYPLE LOOP DETECTOR ENCASED IN FLEXIBLE TUBING (3-6-3 WINDING)

USE EXISTING BASE MOUNTED CABINET AND CONTROLLER
REMOVE EXISTING PAVEMENT MARKING ARROWS

INSTALL THERMOPLASTIC PAVEMENT MARKING ARROW
INSTALL THERMOPLASTIC PAVEMENT MARKING “ONLY”
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LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT (DETECTOR WIRE SLEEVE)
WHITE HEAT APPLIED THERMOPLASTIC PAVEMENT MARKING
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GENERAL NOTES

1. LOOP DETECTORS SHALL BE INSTALLED
BEHIND STOPLINE.

- 2. THE LOCATION OF PROPOSED GEOMETRICS MUST
| BE CONFIRMED PRIOR TO THE INSTALLATION

OF SIGNAL EQUIPMENT.

3. LOOP DETECTORS AND CONDUIT SHALL BE INSTALLED
. PRIOR TO THE INSTALLATION OF PAVEMENT MARKINGS.

NON DETAILED PAVEMENT MARKINGS ARE TO BE INSTALLED BY OTHERS.

| e ——

5. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY 

PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED

IN THE -FIELD.

SO THAT THE CONFLICT MAY BE RESCLVED.

6. ABANDON EXISTING PRESSENCE DETECTORS N.B.

IF THE CONTRACTOR PERCEIVES THAT A CONFLICT
BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR. THE
CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY

MD 552.
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MODIFICATION DUE TO GEGMETRIC
CHANGES AND ADDTION OF LEFT TURN
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